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EarthGuard Edge Pellets
Special Provisions


THE SPECIAL PROVISIONS DESCRIBED WITHIN IS AN ATTEMPT TO COVER MOST DESIGN ASPECTS OF UTILIZING THE EDGE EROSION CONTROL SYSTEM. THIS DOCUMENT IS INTENDED TO BE UTILIZED AS A GUIDELINE, WHICH CAN BE CUSTOMIZED BY THE USER TO MEET SPECIFIC PROJECT REQUIREMENTS. 

THIS PROVISION DOES NOT ATTEMPT TO ADDRESS ALL ASPECTS OF EROSION CONTROL DESIGN. A PROFESSIONAL ENGINEER RESPONSIBLE FOR DESIGN SHOULD CHECK THE INFORMATION PRESENTED IN DETAIL. CONSULT YOUR EDGE REPRESENTATIVE FOR MORE INFORMATION. 

CONTACT YOUR EDGE REPRESENTATIVE AT (888) 843-1029 FOR MORE SPECIFIC RATE RECOMMENDATIONS BASED ON SOIL TYPE, RAINFALL, SLOPE AND OTHER CONDITIONS. 

1. GENERAL 

1.1. Work Included. EDGE shall be furnished and applied as shown on the drawings and as required for proper installation and functioning of the product. 

2. MATERIALS 

2.1. EDGE Pellets: EDGE pellets shall be pre-packaged in 50 lb bags containing both a proprietary compound of soil/fiber stabilizing chemistry and a mixture of cellulose and corn fiber. A Certificate of Compliance for the EDGE product shall be furnished to the Engineer. 
 
EDGE pellets shall meet the following requirements:

· Cellulose Fiber							         	> 85%
· Corn Fiber						                                 	> 10%
· Proprietary Linear Soil and Fiber Stabilizing Compound                         > 1%
· pH										6.5% ± 0.4%
· Moisture Content			                                                       	10% ± 2%
· Non-Toxic To Plant Or Animal Life                                                         	YES                         

2.2. Seed (OPTIONAL – SPECIFY TYPE IF REQUIRED). The seed to be applied in combination with the EDGE shall be of Type __________________ as shown in the plans and specified within these Special Provisions. 

2.3. Fertilizer (OPTIONAL – SPECIFY TYPE IF REQUIRED). The fertilizer to be applied in combination with the EDGE shall be __________________ as shown in the plans and specified within these Special Provisions. 

3. EDGE Application Rates

EDGE shall be applied in the following proportions. Seed can be added to establish growth. Consult your EDGE Sales Representative and/or product manufacturer Terra Novo Inc at (888) 843-1029 for the appropriate project specific application rates.
 
	

	EDGE 
	Recommended Application Rates 
Based on Slope

	
	(See Brochure for Further Info)

	
	≤ 4 to 1
	3 to 1
	2 to 1

	(lb./acre)
	3000
	3500
	4500

	 (kg./hectare)
	3355
	3925
	5045





5. APPLICATION Procedure 

The soil to which EDGE shall be applied to must be graded to remove any pre-existing rills and shall be compacted to meet project specifications. Track-walking or some other soil imprinting devise is recommended to roughen the slope to slow water flows during a storm event. Slope Interruption Devices, such as fiber rolls, should be applied prior to the application of EDGE if desired.  Slope Interruption Devices, if installed should be placed on the slope contour perpendicular to the flow of water. 

EDGE can be applied by hand, with mechanical spreaders, hydroseeders, or aerially. 

6. REPAIR OF DAMAGED AREA 

Any damaged area shall be repaired utilizing the exact blend and application procedure as specified above. 

7. PAYMENT 

EDGE will be paid for by the square foot (square meter) of area treated. The price shall include full compensation furnishing all labor, materials, tools, equipment, and incidentals, and for doing all EDGE  work, complete in place, as shown on the plans, and as specified in these special provisions, and as directed by the Engineer. 
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